
                                                        PRODUCT PRICE (inc 
GST)

QTY

It is a requirement of RVMAP that an 
RVMAP Accredited badge is fixed to the 
exterior - beside the door - of every vehicle 
manufactured.

C-1A Accreditation Badge CAMPER (Non-Contributor)
C-1A Accreditation Badge CAMPER (Contributor)

$33.00 ea
$49.50 ea

C-1B Accreditation Badge CARAVAN / MOTORHOME (Non-
Contributor)
C-1B Accreditation Badge CARAVAN / MOTORHOME
(Contributor)

$55.00 ea

$82.50 ea

C-1C Accreditation Badge INTERNATIONAL (Non-Contributor)
C-1C Accreditation Badge INTERNATIONAL (Contributor)

$55.00 ea
$82.50 ea

C-2A RVMAP Vehicle (VIN) Plate
The RVMAP branded vehicle plate required by law to be placed 
on vehicle at the time of manufacture with space to include your 
own domed label branding.

$159.00 
(pack of 50)
$45.00 
(pack of 10)

C-2G Generic Vehicle (VIN) Plate
Generic standard plate required by law to be placed on vehicle 
at the time of manufacture with space to include your own domed 
label branding.

$159.00 
(pack of 50)
$45.00 
(pack of 10)

C-2R RVSA Vehicle (VIN) Plate – RVMAP
Vehicle (VIN) plate which meets the requirements of a Secure Vehicle 
Identifier (SVI), required to be placed on each completed trailer supplied 
under a Road Vehicle Standards Act (RVSA) type approval. The plate 
provides additional technical information to assist owners in enjoying safe 
and legal travels and covers all the legal and RVMAP requirements.  This 
carries the RVMAP logo and is for RVMAP Businesses only. These plates will 
only be available after a business has their type approval and is operating 
under the RVSA.  The businesses type approval number will need to be 
provided before this item is able to be purchased.

$159.00 
(pack of 50)
$45.00 
(pack of 10)

C-2RG RVSA Vehicle (VIN) Plate – Generic
Vehicle (VIN) plate which meets the requirements of a Secure 
Vehicle Identifier (SVI), required to be placed on each completed 
trailer supplied under a Road Vehicle Standards Act (RVSA) type 
approval. The plate provides additional technical information to 
assist owners in enjoying safe and legal travels and covers all the 
legal and RVMAP requirements. These plates will only be available 
after a business has their type approval and is operating under 
the RVSA.  The businesses type approval number will need to be 
provided before this item is able to be purchased.

$159.00 
(pack of 50)
$45.00 
(pack of 10)

 

$5.50 ea

$30.00
(pack of 50)

ATTENTION: PURCHASING DEPARTMENT
Here’s an easy way to order your RV Merchandise. Simply email us this order form.

Business Name: ..................................................................................................................................
Contact Person: .................................................. Tel: .......................................................................
Purchase Order Number: .................................................................................................................

*Orders submitted before 2pm are usually packed the same business day for pickup by our logistics partner the next business day.
Metro Melbourne deliveries should arrive within 2 - 3 business days and deliveries to nearby cities within 3 - 5 days from pickup.  Regional deliveries can take
a bit longer. Same day courier options and guaranteed next day delivery options within Metro Melbourne can be arranged at your own expense starting from
$60 (we will confirm before sending). If you are not an accredited business with the Caravan Industry Association of Australia or a contributor to the National
Marketing and Advocacy Fund a flat $20 postage & packaging fee applies to all orders.

Standard Delivery

Association of Australia

TM

Dieline

PMS 294C

PMS 388C

PMS 298C

PMS 424C

WHITE

FINAL ARTWORK   29/6/16 Rev D
CARAVAN INDUSTRY ASSOCIATION OF AUSTRALIA
VIN PLATE - RVMAP

Size: 238mm x 68mm
Anodised in 6 colours

Size:               238mm x 68mm
Stock:            0.8mm aluminium
Printed:         Anodised 6 x colours
Finishing:     3mm radius with a hole in each corner – die forme existing.
                        Face Protection 

Qty 5000:     $2.57 + GST 
     Delivered 2540 - Balance of 2,460 to be made up of above designs

Approved by: ________________________

Date:                     /              /2016

THIS TRAILER WAS MANUFACTURED TO COMPLY WITH THE 
MOTOR VEHICLE STANDARDS ACT 1989. THE TYRES FITTED 
TO THIS VEHICLE SHALL HAVE A SPEED CATEGORY NOT LESS
THAN “L” (120km/h).

THIS TRAILER WAS MANUFACTURED TO COMPLY WITH THE MOTOR VEHICLE STANDARDS ACT 1989. THE TYRES FITTED 
TO THIS VEHICLE SHALL HAVE A SPEED CATEGORY NOT LESS THAN “L” (120km/h).

VIN Plate RVMAP Rev D Quantity _____________

VIN Plate Generic Rev D Quantity _____________

TM

Dieline

PMS 294C

PMS 388C

PMS 298C

PMS 424C

WHITE

FINAL ARTWORK   29/6/16 Rev D
CARAVAN INDUSTRY ASSOCIATION OF AUSTRALIA
VIN PLATE - RVMAP

Size: 238mm x 68mm
Anodised in 6 colours

Size:               238mm x 68mm
Stock:            0.8mm aluminium
Printed:         Anodised 6 x colours
Finishing:     3mm radius with a hole in each corner – die forme existing.
                        Face Protection 

Qty 5000:     $2.57 + GST 
     Delivered 2540 - Balance of 2,460 to be made up of above designs

Approved by: ________________________

Date:                     /              /2016

THIS TRAILER WAS MANUFACTURED TO COMPLY WITH THE 
MOTOR VEHICLE STANDARDS ACT 1989. THE TYRES FITTED 
TO THIS VEHICLE SHALL HAVE A SPEED CATEGORY NOT LESS
THAN “L” (120km/h).

THIS TRAILER WAS MANUFACTURED TO COMPLY WITH THE MOTOR VEHICLE STANDARDS ACT 1989. THE TYRES FITTED 
TO THIS VEHICLE SHALL HAVE A SPEED CATEGORY NOT LESS THAN “L” (120km/h).

VIN Plate RVMAP Rev D Quantity _____________

VIN Plate Generic Rev D Quantity _____________

These highlighted items are only available to businesses accredited under one of Caravan Industry Association of Australia’s Accreditation Programs.  
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VIN:

VARIANT:

TARE MASS:

GTM:

ATM:

VEHICLE
MAKE:

MODEL:

RIM SIZE & PROFILE:

TYRE SIZE:

TYRE LOAD RATING:
TYRE SPEED RATING:

COLD INFLATION PRESSURE/
RECOMMENDED TYRE PRESSURE:

VERSION: V1-CVINDRVSAPLATE 07-21

TYRE & RIM INFORMATION

APPROVAL
NO:

COUPLING LOAD
AT TARE MASS:

LOAD CAPACITY:

TRAILER GROSS AXLE
LOAD RATING (TGALR):

DATE OF
MANUFACTURE: /

kg

kg

kg

kg

kg

kg

NOTE: ALL INFORMATION AS DETERMINED AT TIME OF ORIGINAL MANUFACTURE

RATINGS & MASSES

RVMAP

VERSION : V1-CVINDRVSAPLATE 07-21

C-4 Safety advice to user sticker - Version 2
This sticker must be fitted prominently in all RVs fitted with  
LP gas. 
Version 2 update carried out in December 2020 to include more 
relevant fire safety commentary.

C-3 Caravan Industry Association of Australia Owner’s 
Handbook
It is a requirement that all RVMAP Businesses provide an Owners 
Handbook with every vehicle. Caravan Industry Association of 
Australia’s handbook is full of useful information about owning an 
RV.

Please provide your RVSA Type Approval 

number…………………………………....……

Please provide your RVSA Type Approval 

number…………………………………....……

Express/Courier, at 
your own expense



                                                        PRODUCT PRICE (inc GST) QTY
C-5A Internal gas code sticker
For AS/NZS 5601.2 compliance, this sticker must be fitted in a 
prominent place near the cooker (or other gas appliances) in 
all Recreational Vehicles, including camper trailers with outside 
stoves. 

$27.00
(pack of 50)

C-5B Internal gas code sticker
For AS/NZS 5601.2 compliance, this sticker must be fitted in a 
prominent place near the cooker in all Recreational Vehicles, 
including camper trailers with outside stoves.  

$17.00
(pack of 50)

C-5C Internal gas code sticker
For AS/NZS 5601.2 compliance, this sticker must be fitted in a 
prominent place near the cooker (or other gas appliances) in 
all Recreational Vehicles, including camper trailers with outside 
stoves.  

$17.00
(pack of 50)

C-5D Internal gas code sticker
For AS/NZS 5601.2 compliance, this sticker must be fitted in a 
prominent place near each upper and lower vent. $17.00

(pack of 50)

$17.00
(pack of 50)

C-5F Cylinder compartment sticker
This sticker must be located in the cylinder (and/or storage)
compartment in accordance with AS/NZS5601.2
- Clauses Clauses 3.3.1 & 3.3.2  

C-5G National Gas Compliance Plate
Aluminium plate with black print. For AS/NZS 5601.2 compliance, 
this plate must be securely affixed in a clearly visible location 
close to the gas cylinder(s).

$199.00
(pack of 50)
$49.00
(pack of 10)

C-5H Annex Warning Label
This label must be located on or adjacent to the entry door of a 
Recreational Vehicle in accordance with AS/NZS 5601.2 – Clause 
6.15

These highlighted items are only available to businesses accredited under one of Caravan Industry Association of Australia’s Accreditation Programs.  
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WARNING: ONLY CYLINDERS AND THEIR 
ASSOCIATED EQUIPMENT ARE PERMITTED 
IN THE CYLINDER COMPARTMENT.    

ELECTRICAL EQUIPMENT, BATTERIES 
OR IGNITION SOURCES MUST NOT BE 
INSTALLED IN THE CYLINDER (AND/OR 
STORAGE) COMPARTMENT.

              Email your order to: sales@caravanindustry.com.au            |             Effective 1st October 2022

FLAMMABLE
GAS

2

L.P. GAS
STORAGE

C-6S Cylinder in boot LP Gas storage reflective sticker
For AS/NZS 5601.2 compliance, this reflective sticker must be fitted 
on the outside of the boot lid or door when cylinders are fitted 
inside.  Must also be fitted where cylinders are covered by a cowl 
or other appendage.

$135.00
(pack of 50)
$38.00
(pack of 10)

$149.00 
(pack of 50)
$45.00 
(pack of 10)

$35.00
(pack of 50)

$35.00
(pack of 50)

WARNING
Lift lid before operating cooker.

Leave open until area cools.

C-5E Internal gas code sticker
This sticker must be fitted on the rear wall directly behind timber 
benchtop lid where:

(1) a timber benchtop lid over a cooking range has been 
installed recessed into kitchen cabinets; and

(2) there is no inter-locking device on the cooking appliance 
that meets the approval of Gas Appliance and Gas Installation 
Committees.

C-6 Cylinder in boot - gas code metal plate
For AS/NZS 5601.2 compliance, this metal plate printed on 
reflective aluminium plate must be fitted on the outside of 
the boot lid or door when cylinders are fitted inside. Must also 
be fitted where cylinders are covered by a cowl or other 

WARNING
This vent must remain 

permanently open, clean and 
unrestricted to provide ventilation 
when gas appliances are in use.

WARNING
Ensure ventilation when the

cooker is in use.
Do not use for space heating.



                                                        PRODUCT PRICE (inc GST) QTY
C-7 Gas code metal plate for gas cylinder
For AS/NZS 5601.2 compliance, this plate must be affixed in a 
prominent place close to the gas cylinder(s).

$175.00
(pack of 50)
$40.00
(pack of 10)

C-9 Key to Ratings & Masses Sticker – Version 2
This information sticker should be located in a conspicuous 
position (e.g. in the front/tunnel boot) and close to the Vehicle 
(VIN) plate. The sticker provides clear explanations for definitions 
and terminology about ratings and masses such as:
•	 Tare Mass;
•	 Ratings such as ATM, GTM, GVM, GCM and Towing 

Capacity;
•	 Load Carrying Capacity (capacity, storage areas and 

loading, after-market accessories etc.); and
•	 Coupling Mass (Tow Ball Load)

$70.00
(pack of 50)

C-10 Wheel Nut Warning Label
Designed to be affixed to the exterior of a Recreational  
Vehicle on (or adjacent to) the wheel guard to remind the  
user to periodically check their wheel nuts/ studs are  
tightened appropriately.

$35.00
(pack of 50)

C-11A Compliance Poster (A1) – Lamps and Reflectors 
Developed in consultation with Vehicle Safety Standards (VSS)
these educational compliance posters are designed to aid
industry businesses in understanding the regulations and more im-
portantly how they apply to Recreational Vehicles.

The Lamps and Reflectors compliance poster focuses on
dimensions and lamp/reflector heights and spacing relevant to
Towable Recreational Vehicles.

$26.95 ea

C-11B Compliance Poster (A1) – Vehicle (VIN) Plate Information 
Developed in consultation with Vehicle Safety Standards
(VSS) these educational compliance posters are designed to
aid industry businesses in understanding the regulations and
more importantly how they apply to Recreational Vehicles.
The Vehicle (VIN) Plate compliance poster focuses on the re-
quirements for correctly filling out the Vehicle (VIN) Plate and
Tyre Placard.

$26.95 ea

C-11BR Compliance Poster (A1) – RVSA Vehicle (VIN) Plate 
Information

Developed in consultation with Vehicle Safety Standards
(VSS) these educational compliance posters are designed
to aid industry businesses in understanding the regulations
and more importantly how they apply to Recreational
Vehicles. The RVSA Vehicle (VIN) Plate compliance poster
focuses on the requirements for correctly filling out the
Vehicle (VIN) Plate and Tyre Placard when operating un-
der the RVSA.

$26.95 ea

Page 3 of 4

These highlighted items are only available to businesses accredited under one of Caravan Industry Association of Australia’s Accreditation Programs.  

              Email your order to: sales@caravanindustry.com.au            |            Effective 1st October 2022



 PRODUCT PRICE (inc GST) QTY
C-11C – Compliance Poster (A1) – Small Camper Trailers 
Developed in consultation with Vehicle Safety Standards
(VSS) these educational compliance posters are designed to
aid industry businesses in understanding the regulations and
more importantly how they apply to Recreational Vehicles.

The Small Camper Trailer compliance poster focuses on
dimensions and lamp/reflector heights and spacing relevant
to Towable Recreational Vehicles less than 2.1m overall
width and less than 6m overall length (including mounted
components and equipment).  Note: for vehicles exceeding
these dimensions please refer to C-11-A – A1 Compliance
poster - Lamps and Reflectors.

$26.95 ea

C-11D – Compliance Poster (A1) – Motorised Recreational 
Vehicles
Developed in consultation with Vehicle Safety Standards
(VSS) these educational compliance posters are designed to
aid industry businesses in understanding the regulations and
more importantly how they apply to Recreational Vehicles.

The Motorised Recreation Vehicle compliance poster focuses
on dimensions and lamp/reflector heights and spacing.

$26.95 ea

C-12A Compliance Checklist Tear-off Notepad (A4) - 
Lamps and Reflectors (Red and Amber Side Marker Lamps)
The compliance checklist tear-off notepads are designed to be 
used in conjunction with the A1 Compliance Posters (C – 11A) 
and can be used as part of a business’s final product inspection 
or quality assurance processes. 

$7.50 ea

C-12B Compliance Checklist Tear-off Notepad (A4) - 
Lamps and Reflectors (Amber Side Marker Lamps)
The compliance checklist tear-off notepads are designed to be 
used in conjuction with the A1 Compliance Posters (C – 11A)  
and can be used as part of a business’s final product inspection 
or quality assurance processes. 

$7.50 ea

C-12C Compliance Checklist Tear-off Notepad (A4) - 
Lamps and Reflectors (Vehicle (VIN) Plate Information)
The compliance checklist tear-off notepads are designed to be 
used in conjuction with the A1 Compliance Posters (C – 11B)  
and can be used as part of a business’s final product inspection 
or quality assurance processes. 

$7.50 ea

Caravan Industry Association of Australia Ltd   |  Phone: 03 9815 2015
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I would like to make this my regular order - please send me this order every month.              Please send me a RV Merchandise Catalogue.

These highlighted items are only available to businesses accredited under one of Caravan Industry Association of Australia’s Accreditation Programs.  

              Email your order to: sales@caravanindustry.com.au            |            Effective 1st October 2022

A Quick Guide to Compliance 
(For Motorised Recreational Vehicles) Association of Australia

Caravan Industry

The extreme overall vehicle width cannot exceed 2500mm. 
This measurement includes components such as roll out awnings, 
power inlets, hot water service etc. and excludes lamps, mirrors etc.

No part of the Registration (Number) Plate can  
be higher than 1300mm from the ground. 

No part of the Rear Reflectors can be higher than 900mm or lower 
than 250mm from the ground. 
The Rear Reflectors must not be more than 400mm from the 
extreme outer edge of the Vehicle (including all permanent 
components such as awnings.)

No part of the Indicator and Stop/ Tail Lamps can be higher  
than 1500mm or lower than 350mm from the ground.
The Indicator and Stop/ Tail Lamps must not be more than 
400mm from the extreme outer edge of the Vehicle (including  
all permanent components such as awnings).

2) May be increased to 2100mm if the shape of the bodywork makes it impossible to keep within 1500mm
3) Rear position lamps shall not be more than 400mm from the extreme outer edge of the vehicle.

1) May be increased to 1500mm if the bodywork doesn’t allow for fitment of the reflector below 900mm.

For assistance or technical support, 
please contact Caravan Industry 
Association of Australia’s Technical and 
Compliance Team on (03) 9815 2015.

Contact Us
 Date Revision No. Description
 17 January 2018 1 Original

 17 July 2018 2 Minor Corrections

Disclaimer: This poster has been developed to assist in the correct placement and arrangement of Reflectors and Lamps on Motorised 
Recreational Vehicles. The diagrams and text used within this document is intended to reflect in visual form the requirements as set out 
in the Australian Design Rules (ADRs). Manufacturers must refer to the relevant ADRs to ensure compliance to these regulations. The 
information provided in this document is general in nature and is provided in good faith. Users must make their own investigations or seek 

Additional Information
Visibility: Lamps, reflectors and the registration plate should not be obstructed by any mounted equipment.

The End Outline Marker Lamps (Front and Rear) must not be 
more than 400mm from the extreme outer edge of the Vehicle 
(including all permanent components such as awnings.)
Front End Outline Marker Lamps shall be fitted no lower than the 
top edge of the windscreen.  Rear End Outline Marker Lamps 
shall be fitted as high as possible on the Vehicle.  

4) At the maximum height compatible with the requirements relating to the width, design and operational requirements of the vehicle 
and to the symmetry of the vehicle and lamps.
5) As close as possible to the extreme outer edge of the vehicle.  End outline marker lamps must be fitted no further than 400mm from 
the extreme outer edge of the vehicle.

No part of the Side Marker Lamp can be higher than 1500mm  
or lower than 600mm from the ground.
2 Lamps required (one each side) no more than 300mm from  
the rear side of the vehicle on which it is mounted.

Note: This diagram portrays an example of a Motorised 
Recreational Vehicle which exceeds 7500mm in overall  
length and 2100mm in overall width.
For more information on the requirements for Side Marker  
Lamps on Motorised Recreational Vehicles less than 7500mm  
in overall length or less than 2100mm in overall width, refer  
to ADR 13. 

6) May be increased to 2100mm if the shape of the bodywork makes it impossible to keep within 1500mm.
7) At the same height from the ground as far as practicably possible.
8) May be increased to as close as possible to the front and rear if impractical for structural reasons to keep within 300mm.
For further information on positioning requirements, in particular for motor vehicles, refer to ADR 13.

No part of the Side Reflectors can be higher than 900mm or  
lower than 250mm from the ground. 
The distance between the Side Reflectors cannot exceed 
3000mm.

No part of the Side Marker Lamp can be higher than 1500mm  
or lower than 250mm from the ground.
The distance between the Amber Side Marker Lamps  
(measured from end to end) cannot exceed 3000mm.

9) At least one amber side marker must be fitted to the middle third of the vehicle.
10) The foremost amber side marker lamp must not be fitted further than 3000mm from the front of the vehicle.
11) The distance between the rearmost amber side marker and the rear of the vehicle must not exceed 1000mm.
12) If the structure of the vehicle makes it impossible to keep within 3000m, this may be increased to 4000mm.
13) May be increased to 2100mm if the shape of the bodywork makes it impossible to keep within 1500mm.

14) May be increased to 1500mm if the structure makes it impractical to keep within 900mm.
15) May be increased to 4000mm if the structure makes it impractical to keep within 3000mm.

2500mm

123•ABC

1300mm

2 (2) - REG PLATE HEIGHT

123•ABC

3000mm 
maximum*
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250mm
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1500mm
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maximum*

1000mm
maximum*3000mm 

3000mm maximum* 3000mm maximum* 3000mm maximum* 

250mm
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900mm*

1000mm
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1. Overall Vehicle Width 2. Registration Plate Height 3. Rear Reflectors (Red) 4. Indicator and Stop/Tail Lamps

8. Side Reflectors (Amber)6. Side Marker Lamps (Amber/Red) 7. Side Marker Lamps (Amber)5. End Outline Marker Lamps (Front/Rear)

The rearmost Side Reflector / Side Marker Lamps must be no more than 1000mm from the rear of the Vehicle (including components 
such as spare tyre or any other equipment).
The Side Reflector / Side Marker Lamp fitted closest to the front of the Vehicle must be no more than 3000mm from the front of the 
Vehicle (e.g. luten peak, bull bar or any other equipment).
Note: This diagram portrays an example of a Motorised Recreational Vehicle which exceeds 6000mm in overall length. 
For more information on the requirements for Side Reflectors / Amber Side Marker Lamps on Motorised Recreational Vehicles less than 
6000mm in overall length refer to ADR 13.

3 (4) - INDICATOR + STOP/TAIL LAMPS

250mm
900mm*

400mm
maximum

400mm
maximum

maximum
minimum
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specific advice on their particular individual circumstances. Caravan Industry Association of Australia Limited, its contractors and agents 
are not liable in any way including, without limitation, for negligence, in connection with this document or for any errors in or omissions 
from this document, including those arising from any new understanding of the law whether arising from any legislative instruments 
or the decision of any court or tribunal, whether before or after this document was prepared, first published, distributed or used. 

2) May be reduced to 400mm if overall vehicle width is less than 1300mm (including all permanent components and/or equipment)
4) May be increased to 2100mm if the shape of the bodywork makes it impossible to keep within 1500mm. 
5) Rear position lamps shall not be more than 400mm from the extreme outer edge of the vehicle.

1. Registration Plate Height

No part of the Registration (Number) Plate can be higher than 
1300mm from the ground. 

3. Rear Reflectors (Red)

No part of the Rear Reflectors can be higher than 900mm  
or lower than 250mm from the ground. 
The Rear Reflectors must not be more than 400mm from the 
extreme outer edge of the Vehicle (including all permanent 
components and/or equipment).
The distance between the inner edges of the pair of reflectors 
must be at least 600mm. 

2. Front Reflectors (Clear/White)

No part of the Front Reflectors can be higher than 900mm  
or lower than 250mm from the ground. 
The Front Reflectors must not be more than 150mm from the 
extreme outer edge of the Vehicle (including all permanent 
components and/or equipment).
The distance between the inner edges of the pair of reflectors 
must be at least 600mm. 

4. Indicator and Stop/Tail Lamps

No part of the Indicator and Stop/ Tail Lamps can be higher  
than 1500mm or lower than 350mm from the ground.
The Indicator and Stop/ Tail Lamps must not be more than 
400mm from the extreme outer edge of the Vehicle  
(including all permanent components and/or equipment).
The distance between the inner edges of the pair of lamps  
must be at least 600mm.

6. Side Reflectors (Amber)

No part of the Side Reflectors can be higher than 900mm or lower than 250mm from the ground. 
The distance between the Side Reflectors cannot exceed 3000mm.
The rearmost Side Reflector must be no more than 1000mm from the rear of the Vehicle  
(including components such as spare tyre or any other equipment).
The Side Reflector fitted closest to the front of the Vehicle must be no more than 3000mm from  
the front of the Vehicle (i.e. to the front of the coupling).

No part of the front position lamp can be higher than 1500mm or lower than 250mm from the ground. 
The front position lamps must not be more than 150mm from the extreme outer edge of the Vehicle 
(including all permanent components and/or equipment).
The distance between the inner edges of the pair of lamps must be at least 600mm. 
Front position lamps may not be required if side marker lamps are fitted in accordance with ADR13 
placement requirements.
Front position lamps may not be required on a trailer that is less than 1600mm overall width or less  
than 4m overall length. For more information on these requirements refer to ADR13.

5. Front Position Lamps

Geometric Visibility: Lamps, reflectors and the 
registration plate should not be obstructed by  
any mounted equipment (e.g. stone guards,  
options, winch equipment).

The information on this poster is relevant  
to a trailer that is less than 2.1m overall  
width and less than 6m overall length 
(including mounted components and 
equipment). For larger trailers please use  
the Towable Recreational Vehicles poster.

A Quick Guide to Compliance 
(For Small Camper Trailers) Association of Australia

Caravan Industry

Disclaimer: This poster has been developed to assist in the correct placement and arrangement of Reflectors and Lamps 
on Towable Recreational Vehicles. The diagrams and text used within this document is intended to reflect in visual form the 
requirements as set out in Vehicle Standards Bulletin 1 and the Australian Design Rules (ADRs).  Manufacturers must refer to 
VSB1 and the relevant ADRs to ensure compliance to these regulations. The information provided in this document is general 
in nature and is provided in good faith. Users must make their own investigations or seek specific advice on their particular 
individual circumstances. Caravan Industry Association of Australia Limited, its contractors and agents are not liable in any 
way including, without limitation, for negligence, in connection with this document or for any errors in or omissions from this 
document, including those arising from any new understanding of the law whether arising from any legislative instruments 
or the decision of any court or tribunal, whether before or after this document was prepared, first published, distributed or used. 

1) May be increased to 1500mm if the bodywork doesn’t allow for fitment of the reflector below 900mm.
2) May be reduced to 400mm if overall vehicle width is less than 1300mm (including all permanent components and/or equipment)

2) May be reduced to 400mm if overall vehicle width is less than 1300mm (including all permanent components and/or equipment)
3) May be increased to 1500mm if the bodywork doesn’t allow for fitment of the reflector below 900mm. 
     or to 1200mm if combined with rear lamp assembly.

6) May be increased to 1500mm if the structure makes it impractical to keep within 900mm or to 1200mm if combined with side marker lamp assembly.
7) May be increased to 4000mm if the structure makes it impractical to keep within 3000mm.

2) May be reduced to 400mm if overall vehicle width is less than 1300mm (including all permanent components and/or equipment)
4) May be increased to 2100mm if the shape of the bodywork makes it impossible to keep within 1500mm.

Developed in consultation with Vehicle Safety Standards – Department of Infrastructure and Regional Development

Association of Australia
Caravan Industry

For assistance or technical support, please contact Caravan Industry 
Association of Australia’s Technical and Compliance Team on (03) 9815 2015. 

Contact Us

 Date Revision No. Description
 1 June 2018 1 Original

 18 July 2018 2 Minor Corrections
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9.0 Appendices

Option 2: Amber (ADR 13 and ADR 74) (UNECE R48/04)
• Mandatory on all trailers and motor vehicles when using amber side mar

3000mm 
maximum****

250mm
minimum

maximum**
3000mm 

*

*

9.0 Appendices

Caravan Industry Association of Australia – RVMAP Code of PracticePage 48

Option 2: Amber (ADR 13 and ADR 74) (UNECE R48/04)
• Mandatory on all trailers and motor vehicles when using amber side marker lamps (Option 2)

3000mm 
maximum****

Middle third*

250mm
minimum

1500mm
maximum †

maximum**

1000mm
maximum***

 

***The distance between the rearmost amber side marker and the rear of the vehicle must not exceed 1000mm. 
****If the structure of the vehicle makes it impossible to keep within 3000m, this may be increased to 4000mm. 
† May be increased to 2100mm if the shape of the bodywork makes it impossible to keep within 1500mm.

3000mm 

6 - Side Ref (Amb)

3000mm 
maximum

3000mm 
maximum

1000mm 
maximum

900mm
maximum

250mm
minimum

*

*

5 - Front Position Lamps

250mm
minimum

1500mm
maximum

150mm
maximum

150mm
maximum

er lamps (Option 2)

1500mm
maximum †

1000mm
maximum***

 

*

600mm
minimum

*

123•ABC

350mm

1500mm

400mm
maximum

400mm
maximum

maximum

minimum

4 - Indicator and Stop/Tail Lamps

600mm
minimum

*

*

*
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